






Steel plate. Thickness min. 4.0 mm

Insulate behind stiffener and insulate  
stiffener with 40 mm HC Wired Mat 150

Corrugated steel plate.  
Thickness min 1.5 mm

Steel plate.  
Thickness min. 4.0 mm
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H-60 Bulkhead restricted

H-120 Bulkhead restricted

H-60 and H-120 non load bearing corrugated steel Bulkhead

H-60 Deck

Overview Rockwool Marine & Offshore H-constructions

Insulate behind stiffener and insulate  
plate with 30 mm HC Firebatts 150

Insulate plate with  
30 mm HC Firebatts 150

Insulate with  
50 mm HC Firebatts 150

Insulate 1. layer of stiffener and 1. layer of 
plate with 50 mm HC Firebatts 150

Insulate surface with  
40 mm HC Wired Mat 150

Insulate surface with  
40 mm HC Wired Mat 150

Insulate with  
40 mm HC Wired Mat 150 

Insulate 2. layer of stiffener and 2. layer of 
plate with 50 mm HC Firebatts 150
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Construction Plate Stiffener

H-60 Bulkhead restricted 30 mm HC Firebatts 150  
+ 40 mm HC Wired Mat 150

40 mm  
HC Wired Mat 150

H-120 Bulkhead  
  restricted

30 mm HC Firebatts 150  
+ 40 mm HC Wired Mat 150

2 x 40 mm  
HC Wired Mat 150

H-60 Bulkhead non load  
bearing corrugated steel

50 mm HC Firebatts 150  
+ 40 mm HC Wired 150

H-120 Bulkhead non load  
bearing corrugated steel

50 mm HC Firebatts 150  
+ 40 mm HC Wired 150

H-60 Deck 2 x 50 mm HC Firebatts 150 2 x 50 mm  
HC Firebatts 150

H-120 Deck Please contact Rockwool Marine & Offshore

Jet fire (30min) 35 + 50 mm HC Firebatts 150  
(check official drawing for further details)

Blast resistance 50 + 35 mm HC Firebatts 150  
(check official drawing for further details)

Products L/W/T

HC Firebatts 150 1000x600x30 mm
1000x600x50 mm
1000x600x65 mm

HC Firebatts 150
reinforced alu

1000x600x30 mm
1000x600x50 mm
1000x600x65 mm

HC Wired Mat 150 4000x500x40 mm

Rockwool A/S · Hovedgaden 501 · 2640 Hedehusene · Denmark · Tlf. +45 46 56 16 16 · Fax +45 46 56 16 04

Visit our web-site www.rockwool-marine.comto learn more




